Hardware components - measuring technology

MMI 12Flex - Modular measuring technology for DIN rail
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Accuracy of current measure-
ment: Class 0.5

Harmonics: THD-I

Accuracy of active power / real
energy: Class 1

Accuracy of reactive power / real
energy: Class 2
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* via local bus
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Measurement category:
Depending on the current trans-
former used

Scanning: 6.4 kHz

Sampling rate of
measured values: up to 200 ms

Communication
interfaces: Local Bus

Communication protocols:
Modbus (via upstream master
device)

ltem number

- MMI 12Flex ~ 10.53.9000
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https://www.ausschreiben.de/katalog/pq_plus/position/ref:id462
https://www.pq-plus.de/site/assets/files/1970/mmi-12flex_datenblatt.pdf
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Dimension drawings
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Technical specification - MMI 12Flex

MMI 12Flex

Communication

Interfaces

Communication protocols

Local Bus

Internal bus

Electrical con-
nection

Supply voltage

Power consumption

Supply via local bus
2W-5W

Current transformers
Current overload

Input impedance current
Input load current

Sampling rate

12x 333 mV (Rogowski coils)

Permanent: 666 mV AC / peak overload for max. 1 sec: 3.33 VAC
39 kOhm

<5uVA

6.4 kHz

Mechanical prop-
erties

Operating temperature range
Temperature range bearing
Protection type front / total
Dimensions WxHxD

Weight

-25 ... 60 °C at < 95 % relative humidity
-40 ... 80 °C at < 95 % relative humidity
IP40/1P 20

167 x 90 x 61 mm

0.2 kg
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