
Temporary measured value 
acquisition for every application
You can record all electrical variables, including voltage 
quality in accordance with DIN EN 50160 with the mobile 
measuring systems from PQ Plus. The systems are char-
acterised by their compactness and technical superiority. 
Outgoing measurements of up to 60 currents and mobile 
differential current measurements are possible both 3-phase 
consumption measurements with or without neutral conduc-
tor. PQ Plus covers both the mid and upper ranges with its 
mobile measuring systems. 

Our 
solutions for 

mobile 
measurement 
technology

Mobile measurement technology including 
power quality for all voltage levels



MMD 98RCM
•	5 button operation

•	Graphic display in colour

•	4-wire measurement of current and voltage in 
4-quadrant mode

•	2 differential current inputs

•	Harmonics up to the 128th harmonic

•	Power quality in accordance with EN 50160, 
EN 61000-2-2, EN 61000-2-4, EN 61000-2-12

•	Oscilloscope functions for current and voltage

•	Trigger signals for limit value events

•	External power supply (e.g., UPS) for fail-safe oper-
ation possible 

•	Large 512 MB memory

•	USB connection

•	Ethernet (Modbus TCP/IP)

•	Protection class: IP 65 

•	Weight < 2 kg

The KBU Flex are 
available with the following options: 

•	Diameter: 80 mm; 115 mm; 200 mm

•	Primary currents: 100 A - 6000 A

Other sizes on request

We combine high-end measurement technol-
ogy with user-friendliness in compact units. 
Analyse all data from both mobile and fixed 
devices with the same free ENVIS software.



MMD 913
•	5 button operation

•	Graphic display in colour

•	4-wire measurement of current and voltage  

•	In 4-quadrant operation

•	2 differential current inputs possible

•	Harmonics up to the 128th harmonic

•	Optional detection of supraharmonics from 2 ... 9 kHz

•	Voltage quality in accordance with EN 50160 in class A, EN 61000-2-2, EN 61000-2-4, EN 61000-2-12

•	Oscilloscope functions for current and voltage

•	Trigger signals for limit value events

•	Large 512 MB memory

•	USB connection

•	Ethernet (Modbus TCP/IP)

•	Protection class: IP 65 

•	Weight < 3 kg

A simple direct connection of flexible Ro-
gowski coils in various sizes and with differ-
ent primary currents is a matter of course 
for all mobile measuring systems.



PQ Plus GmbH
Hagenauer Straße 6
D-91094 Langensendelbach

Phone:	 (+49) 9133-60640-0 
Fax: 	 (+49) 9133-60640-100
Email:	 info@pq-plus.de
Internet:	www.pq-plus.de

Request our new 
catalogue or browse 
its online version on 
our website.

NEW Your plus 
for greater 

performance.

•	Mobile modular measuring system in stackable cases 

•	Master case with UMD 98Flex LB and optional remote 
maintenance router for remote access

•	Slave case with one MMI 12Flex each 

•	Infeeds and all outlets via Rogowski coils for quick and 
easy installation

•	Voltage tapping possible via test plug with 
crocodile clips or magnetic measuring adapter

•	A measuring system can be extended to up to 20 
3-phase outlets at any time by purchasing additional 
slave cases (max. 5 units)

•	Accessories completely housed in the cases

•	Flexible setup depending on the number of outlets – 
you only have what you need on site

Mobile recording of infeeds and outlets


