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MMD 913 - Mobile power quality analyser

Download
data sheet

L

Measurement category:
CAT IV /300 V

Scanning: 28.8 kHz

Measurement inputs:
3x voltage, 4x current,
2x RCM

Voltage measurement:

up to 1530 V Sampling rate of

measured values: up to 200 ms
Current measurement: it
Rogowski coils

Harmonics: up to 9 kHz (180" Accuracy of current and voltage Communication interfaces:
harmonic) measurement: Ethernet, front USB

. . Class 0.1 o
Evaluation in accordance with Communication protocols:
EN 50160: Accuracy of active power / real e.g., Modbus,
Class A energy: Class 0.2/0.2S IEC 60870-5-104
Oscillogram recording: Accuracy of reactive power / real
Free parametrisation of triggers energy: Class 1/0.5S

and recording duration

Mobile measurement

Comparative measurement

Areas of use

Local network station

Industry

EEG plants
Standard Optional
INPUTS MEASUREMENT /- tarmonics  WESSERVRR  cypgenT Npur STAi"’A‘“’sA FRMWARE Fmware  SUPRAHARMONICS
3U,41 UIPQ PreosTHD Whvarh 128 & ® Rogowski ossA  Go RCS 2.9

SAMPLING FLASH  usg STANDARDS ~ NTP ETH STANDARDS INPUTS e
28,8 Olw) 4> K655 @ IP65 ENso160 RCM IEC104

Designation Functions Communication Item number

MMD 913 Network analysis up to the 128" harmonic Ethernet, front USB 75.51.1109

PO PLUS Product catalogue 2025


https://www.pq-plus.de/site/assets/files/4095/mmd-913-datenblatt.pdf

Hardware components - measuring technology

Current transformers

The measuring case is equipped with a set of Rogowski coil
and transmitter. This permits connection of flexible Rogowski
coils in three different sizes.

Type KBU FLEX SET 300 KBU FLEX SET 450 KBU FLEX SET 600
Length of Rogowski coil [mm] 300 450 600

Coil diameter when installed [mm] 95 140 190
Accessories

Magnetic measuring adapter. 4-piece set for voltage tap.
Comprising 1x blue test probe and 3x red test probes.

eSS i) 53.6 mm CAT IV /600 V 03.38.4406
adapter S

TN RIS 4mm 75 mm 7 mm CAT IV / 1000 V. 03.38.4407
adapter L
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Technical specification - MMD 913

MMD 913

In- and
outputs

Digital in-/outputs
Relay in-/outputs
Analogue in-/outputs
Residual current inputs

Temperature inputs

none

none
2 inputs (for RCM or as 0/4 ... 20 mA)

none

Communication

Interfaces

Communication protocols

Ethernet, front USB
Modbus TCP/IP, SMTP, SNMP, DHCP, JSON

Further Alarms Integrated logic: Limit values for exceeding/falling below freely defined values
functions Internal temperature measurement -40 ... 80 °C
Storage capacity and distribution 512 MB Flash free partitioning into several archives possible
Data logger
Measured value storage Freely configurable measured values with different averaging intervals
From measurement voltage: 75 ... 500 V AC
Supply voltage
Electrical
connection Power consumption 30 VA/12W
Overvoltage category Category llI
Voltage: Cl. 0.1 Current: Cl. 0.1 Frequency: Cl. 0.02
Alccuracy Active power: Cl.0.2 Reactive power: Cl. 1 Apparent power: Cl.0.2
classes
Harmonics: Cl.1 Power factor: Cl.0.5 cos phi: Cl.0.5
Real energy: Cl.0.2S  Reactive energy: Cl.0.5S  Apparent energy: Cl.0.2
UL-N:3..880VAC
Voltage
UL-L:5...1530 VAC
Overload voltage Permanent U L-N: 1300 V AC / peak overload for max. 1 sec. U L-N: 2210 V AC
Input impedance voltage 2.7 MOhm
Input load voltage <0.1 VA
Frequency 40 ... 70 Hz (DC-500 mode: 0 ... 500 Hz)
Measurement Current transformers 4x1/5A
inputs
Current overload Permanent: 7.5 AAC / peak overload for max. 1 sec: 70 AAC
Input impedance current <10 mOhm
Input load current <0.5VA
Sampling rate 28.8 kHz
Harmonics per order 1. ... 128. for current and voltage; optional: Supraharmonic 2 ... 9 kHz
Measuring method IEC 61000-4-30 Class A
Operating temperature range -20 ... 60 °C at < 95 % relative humidity
Temperature range bearing -40 ... 80 °C at < 95 % relative humidity
Mechar.ucal Protection type open / closed IP40/1P 65
properties
Dimensions WxHxD 301 x 228 x 131 mm
Weight Approx. 3.5 kg
Internal Accuracy +/-2sperdayat0...40 °C
real-ime clock  possible synchronisation NTP/SNTP; system frequency; PC time
PQA: included GO: included RCS: optional
FW modules UDP: optional IEC104: optional SH: optional
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